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1. ANATOMY  

                          

 

 

 

 

 

 

 

 
1.  Mounting Stock                          

2.  Mounting Stock Locking Knob 

3. Rubber Cover for Mounting Stock            

4. Side Support 

5. Side Support Arm Adjustment Knob                   

6. Center Support Adjustment Knob 

7. Center Support 

8. Side Support Arm 

9. Turntable                               

10. Turntable Track 

11. Swivel Clamp Holder                     

12. Swivel Clamp 

13. Scale Sticker                             

14. String Gripper 

15. Green Tensioning Switch                  

16. Control Panel 

17. Side Panel                              

18. Upper Housing                       

19. Lower Housing w/ Integrated Tool Trays 

20. Rubber Feet 
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    2. ASSEMBLY INSTRUCTION  

The machine is shipped in two cartons, a carton for the tension head and 

accessories and a carton for the racquet mount. 

 

1). Open the carton of the tension head. Remove accessories out of the carton. 

     Carefully lift the tension head assembly out of carton and place it on a firm 

place. 

 

 

 

 

 

2). Open the carton of the racquet mount. Remove the racquet mount and accessories 

out of the carton. Remove 4 bolts from the turntable and then mount the turntable 

by match its four holes with the 4 holes on the lower cover and then re-position 4 

bolts onto the turntable tightening them. 
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3) Insert the 2 swivel clamps into the clamp holders on the turntable and then 

4 side supports into the holes of the side support arms.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    3. TENSION CONTROL  

 

Power Connection & Controls:  

Install the female end of the power cord into the power cord socket which is 

located on the side panel and plug the male end of the power cord into a 

grounded power outlet.  
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Setting Pre-Stretch:  

 

Factory has pre-set the Pre-Stretch before shipment so while switching on the 

machine by pressing the Power Switch on the side panel, the LED will display 

ñF12ò.  If the LED doesnôt display ñF12ò, to attain the Pre-Stretch function, switch 

off the machine by pressing the Power Switch on the side panel first.  Second, turn 

on the Pre-Stretch Select Switch.  Third, switch on the machine by pressing the 

Power Switch again and then the L.E.D will display ñF12ò at start up.   

 

To pull the string without Pre-stretch function, switch off the machine by pressing the 

Power Switch on the side panel first.  Second, turn off the Pre-Stretch Select Switch. 

Third, switch on the machine by pressing the Power Switch again and  

then the L.E.D. will display ñF02ò at start up. 
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Setting Tension Display in KG or LB:  

 

To change tension display from KG to LB or LB to KG,  

turn the KG/LB select Switch up or down. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Setting Tension: 

 

To set the tension, rotate the tension adjustment knob clockwise to decrease  

the displayed tension, counter-clockwise to increase the displayed tension,  

until the desired tension is displayed on the LED Tension Display. 

 

 

 

 

 

 

 

 

 


